LINKA BUILDING KIT L.INKA

DETACHED HOUSE

Designer: Brian Zobel

Before building this model,
do become familiar with
casting, gluing, and cutting
parts, as shown in the
“Basic Instructions”.

PARTS NEEDED:
There are six moulds in this set. Cast
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CAST B‘I THREE TIMES CAST B2 FIVE TIMES CAST B4 THREE TIMES
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CAST 85 FIVE TIMES CASTB6 FIVE TIMES CAST PR3 TWICE

This will produce all the castings needed for this model, as well as a number of
spare parts. These spare parts are useful in case you accidentally break any
parts during construction, as well as providing extra parts for any variations you
may choose to add.




BUILDING THE LOWER FLOOR:

1) Using the castings shown below, glue the front and back walls together,
taking care to align joints well before leaving to set.
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2) Glue the plain sidewall together.
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3) Glue the doorway sidewall together, with one casting at a right angle, as
shown below.
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4) When set, carefully glue the four walls together, then glue in place on the
base card supplied.
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BUILDING THE UPPER FLOOR:

1) Using the castings shown below, glue all four walls together.
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2) Take the two sidewalls and carefully cut the rear gable angles, as shown
below.

3) Carefully glue the four walls together, then giue in place on the base card
supplied. (Note that the walls are offset to the right of the base card, so that
the overlap acts as a roof for the entrance lobby of the lower floor.)
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ADDING WINDOWS & JOINING TOGETHER:

1) Glue the windows in place on both floors, as shown below.
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2) Carefully glue the mpper floor in place over the lower floor.

3) Glue the porch roof support (from mould B6) in place.
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BUILDING THE CHIMNEY STACK:

1) Gloe the chimney stack face together.
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2) Carefully glue the sides in place onto the chimney stack face. (Don't worry if
these slender parts break while gluing into place - any fractures will be invisible
once the chimney has been painted.)
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3) Glue the back panels into place. &
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4) Cut and sand a small piece of casting as shown below, and glue in place at

the chimney stack top. Glue the chimney pot supplied on top, then glue the whole
assembly to the side of the house.
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ADDING THE ROOF (see illustration next page):

1) The roof is made from two panels cut from PR3 castings. Take a complete
PR3 casting and measure it up against the front roof space. Mark the casting
where yom want to cut it. Yon will find these castings cut quite easily by
scoring along the ridge tiles with a craft knife, then shapping apart.

2) When cut, sand the edges for a good fit. Also sand in an indentation to make
a soug fit with the chimney stack. Glue in place.

3) Repeat this process for the rear roof.






